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Customer Survey/Investigation
Ref. no.：                                   Dated：
	客户名称
Cutstomer’s name
	
	交货时间
Lead time
	

	项目产品
Machines ordered
	
	数量
Qty. ordered
	

	您生产何种产品？
What product/slurry you want to make /produce by these machines ordered ?
	
	成品浆料粘度？
What dynamic viscosity is of this product/slurry ?

1、        CP；or

2、        mPa·S；

	您使用什么原材料？总共几种液体和粉体？质量比例？密度和粒度？
What raw materials you supply/use to make these products /slurries ?
	1、Liquids : 1-1) liquid 1#:       ；1-2) liquid 2#:       ；1-3) liquid 3#:       ；
Density : 1-1) liquid 1#:       ；1-2) liquid 2#:       ；1-3) liquid 3#:      ；
Viscosity : 1-1) liquid 1#:     mPaS；1-2) liquid 2#:     mPaS；1-3) liquid 3#:    mPaS；
Percentage: 1-1) liquid 1#:    %；1-2) liquid 2#:    %；1-3) liquid 3#:    %；
2、Powders : 1-1) powder 1#:       ；1-2) powder 2#:       ；1-3) powder 3#:       ；
Bulk density : 1-1) powder 1#:       ；1-2) powder 2#:       ；1-3) powder 3#:      ；
Particle size : 1-1) powder 1#:    μm；1-2) powder 2#:    μm；1-3) powder 3#:    μm；
Percentage: 1-1) liquid 1#:    %；1-2) liquid 2#:    %；1-3) liquid 3#:    %；

	是否触变/高粘度？
Is there thixotropic phenomenon during mixing / reacting process time ? 过程
	

	投料顺序
How to load raw materials ?
	1、湿法搅拌Wet-mixing: 

Load the majority of liquids first , then load powders and rest liquids step by step ;

2、干湿法搅拌Dry/wet-mixing:

Load the majority of powders first , then load liquids and rest powders step by step ;

	其它要求Other reqs. such as pres., cool/heat,corrosion, explosion, ect.
	

	清洗How to clean
	

	技术方案和讨论
Offer tech. solution and ask / review customer suggestion and requirements
	


Project Tech./Quality Requirement
Ref. no.：                                   Dated：
	客户名称
Cutstomer’s name
	
	交货时间
Lead time
	

	项目产品
Machines ordered
	
	数量
Qty. ordered
	

	Contents
	Conclusions by buyer/end-user and manufacturer (HUGEST , CHINA)
	备注Note

	General
	Capacity :  Working     liters(L) ; Total(full)     liters(L) ;

Materials: 1.   for Product contact;  2.   for Non-product contact; 
	

	Mainstructure
	Single-fulcrum cantilever悬臂式 / Double-fulcrum gantry龙门式
	主体结构形式选择

	Agitating
	Motor :   Kw ; 转速要求Speed:    rpm ; Tip speed:   m/s ;
	One shaft or two shafts

	
	--- helical (quarter-twist 90° or one-eighth-twist 45°) 螺旋麻花
--- Rectangular (straight frame) 直框
--- Vertical-paddle 多层桨叶（有两种布局可选）
--- Others 其它如蝶形butterfly、
	搅拌桨类型选择

	Dispersing
	Motor :   Kw ; 转速要求Speed:    rpm ; Tip speed:   m/s ;
	One shaft or two shafts

	Mix bowl
搅拌桶(料釜)
	Discharge valve size出料阀规格 : 

Valve type : Ball valve球阀式 / Plug valve柱塞阀式
	出料阀尺寸和形式

	
	No jacket / single jacket /double jacket(cool/heat+fiberglass insulation)
	单层/单夹套/双夹套

	
	Moving by caster(on floor地面 or on rail轨道) / No moving 
	脚轮移动 / 固定

	Top hood(dome)
上桶体(釜盖)
	Solids charge port(chute) sizes : 

Liquid charge sizes :  
	粉体加料口
液体加料口

	
	Two sight glass viewing ports ; One vacuum connection with ball valve and one vacuum gauge .
	

	Scraper arm刮刀
	Scraper for sidewall / Scraper for sidebottom
	刮壁 / 刮底

	Lifting system
	Lifting top-head升降搅拌头(横梁) / lifting mix-bowl升降搅拌桶
	Selections

	
	--- hydraulic lift by oil by power pack液压升降(液压油缸+油泵站)
--- hydraulic lift by air-over-oil气液升降(液压油缸+储油罐)
--- electrical lift by lift-reducer电动升降(涡轮丝杆升降机)
--- hand-operation lift by lift-reducer手动升降(涡轮丝杆升降机)
--- hydraulic lift by oil by power pack气动升降(气动缸+气站)
	Selections

	Controls
	Vacuum operation , raising/lifting or lowering , speed adjusting by the frequency inverter , temperature show/control , urgent stop , and so on . 
	主要控制内容

	
	Speed / current / voltage show 转速/电流/电压显示
	Extra selections选配

	
	Human-machine interface (HMI=PLC+Touchscreen)人机界面
	Extra selections选配

	Others 备注
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